
 
 
 

2001 Co. “Forever Roof Systems” 50 year Warrantee 
  with 100mil C-EPDM  

 
  2001 Company announces 3 three “Forever Roof Designs” 

 
 When a building owner buys a 2001 Company “Forever Roof System”. 

 
  2001Co.will repair the following waterproofing membrane damage  

 
Free For 50 Years. 

 
  

 
 1) Including High Wind Damage: 
From hurricanes, tornados, wind shears and alike wind events.  

 

2) Including Wind Blown Debris Impact Damage: 
From hail and wind blown debris occurring in extreme weather events. 

 
3) Including Splits and Cracks in the Roof Membrane:
From building expansion and construction, freeze thaw cycles, earthquakes, weather. 

 or weight of ponding water or snow loads on the roof. 

4) Including natural and biological deterioration of the roof 

membrane: From sun, wind, rain, acid rain, snow, and airborne dirt, bacteria, mold, algae, fungus 

and other biodegradable organism occurring in nature. 

 
Simply put if weather and air born  can damage our 2001 Co. “Forever Roof System”  

100 mil C-EPDM membrane to deteriorate,   2001Co.  will patch the membrane  Free for 50 years. 
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  50 years Forever Roof Design 
Summary Specification For Concrete Decks 

Poured in Place, Precast, Dock Plank  
 

 1. Grind off any concrete clinkers and irregularities to make a smooth concrete deck surface. 

 2.100 mil C-EPDM deck waterproofing membrane is  totally adhered to concrete deck.   with 2001 

Company butyl vapor barrier bonding adhesive. 

3. 2001 Company 22 gage galvanized metal C-Channel air seal nailer system is  mechanically attached 

to roof deck one foot on center on top of the deck waterproofing membrane at  perimeters and through 

roof penetrations, in a heavy bead of water cut off mastic. 

4. Loose laid rigid roof insulation boards EPS or  ISO are fit tightly over the deck waterproofing 

membrane and  ballasted in place with. 2001Co. ½”inch thick board weighted cover board made with 

acrylic concrete. 

Note: 2001Co. latex insulation adhesive can be used to hold loose laid insulation boards in place 

before installing the weighted cover boards.  

5. 100 mil C-EPDM finish waterproofing membrane totally adhered to the ½”inch cement board with. 

2001 Co. butyl vapor barrier bonding adhesive. 

6. Finish flashed perimeter and penetrations with 100 mil C-EPDM flashing membrane to 2001 

Company flashing specifications and details.  

7.  2001 Company wind up lift transfer Equalizer Valves™ are installed in the Wind 
  
Uplift Vortex intensity zones of the building perimeters and corners according to the 
 
 2001Co. Equalizer Valve™ Placement diagram for building. 
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